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HEVI-LOAD UNITS 0,1,2 & 3

HEVI-LOAD 2
Features: High load capacity, top f lange f ix-
ing. The Hevi-Load 7125 is dimensionally
compat ible with the Hi-Tech 6025-2.

HEVI-LOAD 3
Features: High load capacity, bot tom f lange
f ixing. Drill hole f ixing. The Hevi-Load 7123
is dimensionally compat ible with the 
Hi-Tech 6025-3.

HEVI-LOAD 0
Features: High load capacity, robust  body.
The Hevi-Load 7121 is dimensionally compat ible with the Hi-Tech 6025-0.

Alwayse Hevi-Load Units are designed
and manufactured to precise standards.

They offer the highest  performance avail-
able in load t ransfer applicat ions with
load ball sizes f rom 12.7mm to 50.8mm
diameters and a load capacity range f rom
35kg to 2000kg used either ball up or ball
down.

Hevi-Load Units run on the re-circulat ing
ball principal. The load ball rotates on a
bed of  small balls supported on a hard-
ened steel, precision machined table.

They can work at  maximum capacity in
temperatures f rom - 300c to +1000c.

Drain hole or grease points can be incor-
porated on request .

No spanner f lats for 7110 and 7106 
Hevi-Load Units. * Models marked with an
asterisk have a bearing shell and are
assembled with no felt  seal.

Type 15 Units (all stainless steel) available
on request . When using stainless balls,
reduce Type 13 load capacity by 33.3%.

All units are machined using CNC
machines f rom one piece of  steel, there-
fore f langes and threads are integral.

All hevi-load units have a zinc iron black
coated housing for corrosion resistance.

HEVI-LOAD 1
Features: High load capacity, bolt  f ixing.
Two spanner f lats for f ixing and removing.
Drill hole f ixing. Maximum t ightening
torques range f rom 15Nm for M8 to 25Nm
for M24.
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